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      Working Ranges Diagram
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18mBOOM(basic)
Minimum length with
AUX JIB attached

21mBOOM

27mBOOM

24mBOOM

30mBOOM

33mBOOM

39mBOOM

36mBOOM

42mBOOM

45mBOOM
Minimum length with
13 to 37mJIB attached

51mBOOM

48mBOOM

54mBOOM

57mBOOM

63mBOOM

60mBOOM

66mBOOM

69mBOOM

72mLIGHT BOOM
72mBOOM
Maximum length with
13 to 37mJIB attached

13mJIB

19mJIB

25mJIB

31mJIB

37mJIB

75mLIGHT BOOM

78mLIGHT BOOM

81mLIGHT BOOM

84mLIGHT BOOM

87mLIGHT BOOM

90mLIGHT BOOM
Maximum length with
AUX JIB attached

93mLIGHT BOOM
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      Atachment Arrangement
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 Atachment Arrangement

Impossible of the equipment for a light boom.
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 Aux. Jib Rated Lifting Loads

 1. All rated loads are based on the machine being operated on the firm, level,uniformly supporting surface ground,at any point of 360°around the machine within 
75% of tipping load and applied load 1.25P+0.1F.

 2. The working radius refers to the horizontal distance from the center of swinging to the hook axis.
 3. The actual lifting load is obtained by subtracting the mass of all lifting equipment such as the main hook,aux. hook,etc. from the values given in this table.
   250t Hook…3.5t 135t Hook…2.9t 90t Hook…1.6t 35t Hook…1.1t 13.5t Swivel hook…0.2t
   200t Hook…3.0t 125t Hook…2.4t 60t Hook…1.4t 13.5t Hook…0.6t

Boom length (m)
Working radius (m) 18.0 21.0 24.0 27.0 30.0 33.0 36.0 39.0 42.0 45.0 48.0 51.0 54.0 57.0 60.0 63.0 66.0 69.0 72.0 

6.0 6.0mx 
13.5

6.5mx 
13.5

7.0 13.5 13.5 7.1mx 
13.5

7.6mx 
13.5

8.0 13.5 13.5 13.5 13.5 8.1mx 
13.5

8.6mx 
13.5

9.0 13.5 13.5 13.5 13.5 13.5 13.5 9.1mx 
13.5

9.7mx 
13.5

10.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 10.2mx 
13.5

10.7mx 
13.5

11.2mx 
13.5

11.7mx 
13.5

12.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 12.3mx 
13.5

12.8mx 
13.5

13.3mx 
13.5

13.8mx 
13.5

14.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 14.3mx 
13.5

14.9mx 
13.5

15.4mx 
13.5

16.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
18.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
20.0 19.0mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
22.0 21.5mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
24.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
26.0 24.1mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
28.0 26.7mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
30.0 29.3mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
32.0 31.9mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
34.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
36.0 34.5mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
38.0 37.1mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
40.0 39.7mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
42.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
44.0 42.3mx 

13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.3 12.8 13.2 
46.0 44.9mx 

13.5 13.4 13.1 12.9 12.7 12.6 12.3 12.0 12.2 
48.0 47.5mx 

12.7 12.3 12.0 11.8 11.7 11.4 11.1 11.3 
50.0 11.3 11.2 11.0 10.8 10.6 10.3 10.5 
52.0 50.1mx 

11.3 10.3 10.3 10.1 9.9 9.5 9.8 
54.0 52.7mx 

10.1 9.5 9.4 9.1 8.7 9.1 
56.0 55.3mx 

9.0 8.7 8.4 8.1 8.3 
58.0 57.9mx 

8.1 7.8 7.4 7.4 
60.0 7.2 6.8 6.7 
62.0 60.5mx 

7.1 6.2 6.1 
64.0 63.1mx 

5.9 5.6 
66.0 65.7mx 

5.0

No. of Part line 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 
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      Light Boom Rated Lifting Loads(92.0t Counterweight + 19.0t Carbody weight)
Boom length (m) 72.0 75.0 78.0 81.0 84.0 87.0 90.0 93.0 
Working radius (m) Load Angle Load Angle Load Angle Load Angle Load Angle Load Angle Load Angle Load Angle

14.0 14.4m× 
37.5 80.0 14.9m× 

35.0 80.0 15.4mx 
33.5 80.0 16.0m× 

31.5 80.0 
16.0 37.5 78.7 35.0 79.2 33.5 79.6 16.5m× 

31.5 79.6 16.5m× 
27.0 80.0 17.0m× 

25.0 80.0 17.5m× 
22.6 80.0 18.0m× 

21.0 80.0 
18.0 36.1 77.1 34.0 77.6 31.8 78.1 30.3 78.5 27.0 78.2 25.0 78.3 22.6 79.0 18.2m× 

21.0 79.9 
20.0 34.2 75.4 32.6 76.0 30.3 76.6 29.3 77.1 27.0 77.6 25.0 77.9 22.6 78.3 20.2 78.7 
22.0 32.5 73.8 31.2 74.4 29.0 75.1 27.9 75.6 26.6 76.1 24.2 76.6 21.5 77.0 19.4 77.5 
24.0 31.0 72.1 29.8 72.9 27.7 73.5 26.7 74.2 25.6 74.7 23.0 75.2 20.4 75.7 18.3 76.2 
26.0 29.4 70.4 28.3 71.2 26.6 72.0 25.6 72.7 24.5 73.3 21.9 73.8 19.4 74.4 17.4 74.9 
28.0 27.2 68.7 26.5 69.6 25.4 70.4 24.5 71.2 23.5 71.9 20.8 72.5 18.5 73.1 16.5 73.6 
30.0 24.6 67.0 24.4 68.0 24.1 68.9 23.5 69.7 22.5 70.4 19.7 71.1 17.6 71.7 15.8 72.3 
32.0 22.6 65.3 22.5 66.3 22.4 67.3 22.2 68.2 21.1 69.0 18.7 69.6 16.8 70.4 15.0 71.0 
34.0 21.0 63.5 20.8 64.6 20.6 65.7 20.4 66.6 19.8 67.5 17.8 68.2 15.9 69.0 14.3 69.7 
36.0 19.5 61.7 19.2 62.9 19.1 64.1 18.9 65.1 18.6 66.0 16.9 66.8 15.1 67.6 13.6 68.4 
38.0 18.0 59.9 17.8 61.2 17.7 62.4 17.6 63.5 17.5 64.5 15.9 65.3 14.3 66.2 13.0 67.0 
40.0 16.7 58.0 16.5 59.4 16.4 60.7 16.3 61.9 16.4 63.0 15.0 63.9 13.5 64.8 12.3 65.7 
42.0 15.5 56.1 15.4 57.6 15.3 59.0 15.2 60.3 15.1 61.5 14.1 62.4 12.8 63.4 11.7 64.3 
44.0 14.4 54.2 14.3 55.8 14.2 57.3 14.1 58.6 14.0 59.9 13.2 60.9 12.1 61.9 11.2 62.9 
46.0 13.4 52.2 13.3 53.9 13.2 55.5 13.1 57.0 13.0 58.3 12.4 59.4 11.5 60.5 10.7 61.5 
48.0 12.7 50.1 12.6 52.0 12.4 53.7 12.3 55.3 12.2 56.7 11.8 57.8 10.9 59.0 10.3 60.1 
50.0 11.9 48.0 11.8 50.0 11.6 51.9 11.5 53.5 11.5 55.0 11.1 56.2 10.4 57.5 9.9 58.7 
52.0 11.2 45.8 11.1 48.0 11.0 50.0 10.9 51.7 10.8 53.3 10.4 54.6 9.9 56.0 9.4 57.2 
54.0 10.4 43.5 10.4 45.9 10.3 48.0 10.2 49.9 10.1 51.6 9.8 53.0 9.3 54.4 9.0 55.7 
56.0 9.8 41.2 9.7 43.7 9.6 46.0 9.5 48.0 9.4 49.8 9.2 51.3 8.7 52.8 8.3 54.2 
58.0 9.1 38.7 9.1 41.5 8.9 43.9 8.8 46.1 8.8 48.0 8.5 49.6 8.2 51.2 7.7 52.7 
60.0 8.5 36.0 8.5 39.1 8.4 41.7 8.2 44.1 8.2 46.2 7.9 47.8 7.6 49.5 7.2 51.1 
62.0 7.9 33.2 7.9 36.6 7.8 39.5 7.8 42.0 7.6 44.2 7.4 46.0 7.0 47.8 6.6 49.5 
64.0 7.4 30.2 7.3 33.9 7.3 37.1 7.3 39.8 7.1 42.2 7.0 44.1 6.5 46.0 6.1 47.8 
66.0 64.1m× 

7.3 30.0 6.8 31.1 6.8 34.6 6.8 37.6 6.6 40.1 6.5 42.1 6.1 44.2 5.6 46.1 
68.0 66.7m× 

6.7 30.0 6.3 31.9 6.4 35.2 6.1 38.0 6.0 40.1 5.7 42.4 5.1 44.4 
70.0 69.3m× 

6.0 30.0 5.9 32.6 5.6 35.7 5.6 38.0 5.3 40.4 4.6 42.6 
72.0 71.9m× 

5.5 30.0 5.2 33.3 5.2 35.8 4.8 38.4 4.1 40.7 
74.0 4.8 30.7 4.7 33.5 4.4 36.3 3.6 38.7 
76.0 74.5m× 

4.6 30.0 4.3 31.0 4.0 34.1 3.1 36.7 
78.0 76.7m× 

3.7 30.0 3.6 31.7 2.7 34.6 
80.0 79.3m× 

2.4 30.0 2.3 32.3 
No. of Part line 3 3 3 3 3 2 2 2 

 1. All rated loads are based on the machine being operated on the firm, level,uniformly supporting surface ground,at any point of 360°around the machine within 75% 
of tipping load and applied load 1.25P+0.1F.

 2. The figure enclosed within bold lines in this table are the values determined based on the strength of the boom,etc.
 3. The working radius refers to the horizontal distance from the center of swinging to the hook axis. 
 4. For the operation, be sure to raise the A-frame.
 5. The length of the boom which can be mounted with the aux. jib is 72.0m～90.0m.
 6. The actual lifting load is obtained by subtracting the mass of all lifting equipment such as the main hook,aux. hook,etc. from the values given in this table.
   60t Hook…1.4t 35t Hook…1.1t 13.5t Hook…0.6t
 7. When the aux.jib is mounted, rated load with the main hook is obtained by subtracting 0.8t (including the mass of the aux. hook) from the values given in this table. 
 8. The rated load of the aux. jib is obtained by subtracting 0.4t from the values given in this table corresponding to the length of the mounted boom.  But the max. rated load is 13.5t.
 9. When the main hook is mounted the load which can be lifted with the jib is given by subtracting the total mass of main and aux. hooks from the value in this table.
 10. The rated load are limited according to the wire rope part line as shown below : 
  1 part of line … up to 13.5t　2 part of line … up to 25.0t　3 part of line … up to 37.5t
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 Aux. Jib Rated Lifting Loads

Boom length (m)
Working radius (m) 72.0 75.0 78.0 81.0 84.0 87.0 90.0

14.0 
16.0 13.5 13.5 16.3m× 

13.5
16.8m× 

13.5

15.2m×
13.5

15.7m×
13.5

17.3m× 
13.5

17.8m× 
13.5

18.0 13.5 13.5 13.5 13.5 13.5 13.5 18.3m× 
13.5

20.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
22.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
24.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
26.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
28.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
30.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
32.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
34.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
36.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
38.0 13.5 13.5 13.5 13.5 13.5 13.5 13.5 
40.0 13.5 13.5 13.5 13.5 13.5 13.5 13.1 
42.0 13.5 13.5 13.5 13.5 13.5 13.5 12.4 
44.0 13.5 13.5 13.5 13.5 13.5 12.8 11.7 
46.0 13.0 12.9 12.8 12.7 12.6 12.0 11.1 
48.0 12.3 12.2 12.0 11.9 11.8 11.4 10.5 
50.0 11.5 11.4 11.2 11.1 11.1 10.7 10.0 
52.0 10.8 10.7 10.6 10.5 10.4 10.0 9.5 
54.0 10.0 10.0 9.9 9.8 9.7 9.4 8.9 
56.0 9.4 9.3 9.2 9.1 9.0 8.8 8.3 
58.0 8.7 8.7 8.5 8.4 8.4 8.1 7.8 
60.0 8.1 8.1 8.0 7.8 7.8 7.5 7.2 
62.0 7.5 7.5 7.4 7.4 7.2 7.0 6.6 
64.0 7.0 6.9 6.9 6.9 6.7 6.6 6.1 
66.0 65.6m× 

6.7 6.4 6.4 6.4 6.2 6.1 5.7 
68.0 6.3 5.9 6.0 5.7 5.6 5.3 
70.0 68.2m× 

6.0 5.6 5.5 5.2 5.2 4.9 
72.0 70.8m× 

5.3 5.1 4.8 4.8 4.4 
74.0 73.4m× 

4.8 4.4 4.3 4.0 
76.0 3.9 3.9 3.6 
78.0 3.7 3.2 
80.0 78.6m× 

3.4 2.9 
No. of Part line 1 1 1 1 1 1 1 

 1. All rated loads are based on the machine being operated on the firm, level,uniformly 
supporting surface ground,at any point of 360°around the machine within 75% of tipping 
load and applied load 1.25P+0.1F.

 2. The working radius refers to the horizontal distance from the center of swinging to the 
hook axis. 

 3. The actual lifting load is obtained by subtracting the mass of all lifting equipment such as 
the main hook,aux. hook,etc. from the values given in this table.

  All lifting equipment such as the main hook,aux. hook,etc. from the values given in this 
table.

   60t Hook…1.4t 35t Hook…1.1t 13.5t Hook…0.6t
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Boom length (m) 57.0 60.0
Jib length (m) 13.0 19.0 25.0 31.0 37.0 13.0 19.0 25.0 31.0 37.0

Jib offset angle
Working radius (m) 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30°

16.0 16.5m× 
27.0

17.0m× 
27.0

18.0 27.0 18.5m× 
24.9 27.0 19.5m× 

24.7

20.0 27.0 21.8 24.4 20.5m× 
13.5 27.0 21.0m× 

21.6 24.5 21.0m× 
13.5

22.0 27.0 20.9 23.7 13.2 22.5m× 
7.9 27.0 21.1 23.9 13.3 23.0m× 

7.8

24.0 27.0 20.1 23.1 24.5m× 
13.5 12.8 7.6 25.0m× 

4.6 27.0 20.3 23.3 25.0m× 
13.5 12.9 7.7 25.5m× 

4.6

26.0 27.0 19.3 22.6 13.5 12.4 7.4 4.5 27.0 19.6 22.8 13.5 12.5 7.4 4.6
28.0 27.0 18.6 22.1 13.5 12.1 9.1 7.1 4.3 27.0 18.9 22.3 13.5 12.2 28.5m× 

9.1 7.2 4.4
30.0 26.4 18.0 21.6 13.5 11.7 8.9 6.9 4.1 26.1 18.3 21.8 13.5 11.9 8.9 6.9 4.2
32.0 24.0 17.5 20.4 13.1 11.4 8.7 6.6 4.8 4.0 23.7 17.7 21.0 13.2 11.6 8.8 6.7 32.5m× 

4.8 4.0
34.0 21.9 16.9 19.4 12.7 11.2 8.6 6.4 4.7 3.8 21.7 17.2 20.0 12.8 11.3 8.6 6.5 4.7 3.9
36.0 20.1 16.4 18.5 12.3 10.9 8.4 6.2 4.6 3.7 2.5 19.8 16.7 19.0 12.4 11.0 8.5 6.3 4.6 3.7 36.5m× 

2.5

38.0 18.4 16.0 17.6 11.9 10.6 8.3 6.0 4.5 3.5 2.4 18.2 16.3 18.2 12.1 10.7 8.3 6.1 4.5 3.6 2.4
40.0 17.0 15.6 16.9 11.6 10.4 8.1 5.9 4.4 3.4 2.3 16.8 15.9 17.4 11.8 10.5 8.2 5.9 4.4 3.4 2.3
42.0 15.7 15.2 16.2 11.3 10.1 8.0 5.7 4.3 3.2 2.2 15.5 15.5 16.1 11.4 10.3 8.1 5.8 4.3 3.3 2.3
44.0 14.6 14.8 15.1 11.0 9.9 7.9 5.5 4.2 3.1 2.2 14.3 14.8 14.9 11.2 10.1 7.9 5.6 4.2 3.2 2.2
46.0 13.5 13.9 14.0 10.7 9.7 7.8 5.4 4.1 3.0 2.1 13.3 13.7 13.8 10.9 9.8 7.8 5.4 4.1 3.1 2.1
48.0 12.5 12.9 13.1 10.5 9.5 7.7 5.2 4.0 2.9 2.0 12.3 12.7 12.8 10.6 9.7 7.7 5.3 4.0 2.9 2.1
50.0 11.7 12.0 12.2 10.2 9.3 7.6 5.1 3.9 2.8 2.0 11.4 11.8 12.0 10.4 9.5 7.6 5.2 4.0 2.9 2.0
52.0 10.9 11.2 11.4 10.0 9.2 7.5 5.0 3.9 2.7 1.9 10.6 11.0 11.1 10.2 9.3 7.5 5.0 3.9 2.7 1.9
54.0 10.1 10.4 10.6 9.8 9.0 7.4 4.8 3.8 2.6 1.9 9.8 10.2 10.4 10.0 9.1 7.4 4.9 3.8 2.7 1.9
56.0 9.4 9.7 9.9 9.6 8.8 7.3 4.7 3.7 2.5 1.8 9.1 9.4 9.7 9.8 9.0 7.4 4.8 3.8 2.6 1.8
58.0 8.7 8.9 9.3 9.5 8.7 7.3 4.6 3.7 2.4 1.8 8.4 8.7 9.0 9.4 8.8 7.3 4.7 3.7 2.5 1.8
60.0 8.0 8.3 8.6 9.0 8.6 7.2 4.5 3.6 2.3 1.7 7.8 8.0 8.3 8.7 8.7 7.2 4.6 3.7 2.4 1.7
62.0 7.4 7.6 8.0 8.3 8.4 7.0 4.4 3.6 2.3 1.7 7.2 7.4 7.7 8.1 8.2 7.2 4.5 3.6 2.3 1.7
64.0 63.5m× 

7.0 7.0 7.4 7.7 7.9 6.9 4.3 3.5 2.2 1.6 6.6 6.8 7.1 7.5 7.6 7.0 4.4 3.6 2.2 1.7
66.0 6.9 7.1 7.3 6.8 4.2 3.5 2.1 1.6 6.1 6.2 6.6 6.9 7.1 6.9 4.3 3.5 2.2 1.6
68.0 6.4 6.6 6.8 6.7 4.2 3.5 2.1 1.6 67.0m× 

5.9 6.1 6.4 6.6 6.8 4.2 3.5 2.1 1.6
70.0 69.0m× 

6.1 6.0 6.3 6.6 4.1 3.4 2.0 1.6 5.6 5.8 6.1 6.4 4.1 3.5 2.1 1.6
72.0 70.5m× 

5.9 5.9 6.2 4.0 3.4 2.0 1.5 71.5m× 
5.3 5.3 5.6 5.9 4.1 3.4 2.0 1.5

74.0 5.5 5.7 3.9 3.4 1.9 1.5 73.0m× 
5.1 5.2 5.5 4.0 3.4 1.9 1.5

76.0 75.0m× 
5.3 5.2 3.9 3.4 1.9 1.5 4.8 5.0 3.9 3.4 1.9 1.5

78.0 76.5m× 
5.1 3.9 3.4 1.8 1.5 77.5m× 

4.5 4.6 3.9 3.4 1.8 1.5
80.0 3.9 3.4 1.8 1.5 79.0m× 

4.3 3.9 3.4 1.8 1.5
82.0 80.5m× 

3.9 3.4 1.7 1.5 3.9 3.4 1.8 1.5
84.0 82.5m× 

3.4 1.7 1.5 83.0m× 
3.8 3.4 1.7 1.4

86.0 85.5m× 
1.7 1.5 85.0m× 

3.4 1.7 1.4
88.0 1.5 1.7 1.4
90.0 88.5m× 

1.5
89.0m× 

1.7 1.4
No. of Part line 2 2 2 1 1 1 1 1 1 1 2 2 2 1 1 1 1 1 1 1

Boom length (m) 63.0 66.0
Jib length (m) 13.0 19.0 25.0 31.0 37.0 13.0 19.0 25.0 31.0 37.0

Jib offset angle
Working radius (m) 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30°

16.0 17.5m× 
27.0

18.0 27.0 27.0
20.0 27.0 21.5m× 

21.6 24.7 21.5m× 
13.5 27.0 20.5m× 

24.7

22.0 27.0 21.4 24.1 13.4 27.0 21.6 24.2 13.5
24.0 27.0 20.6 23.5 25.5m× 

13.5 13.0 7.8 27.0 20.8 23.7 13.1 24.5m× 
7.8

26.0 27.0 19.9 23.0 13.5 12.6 7.5 4.6 27.0 20.1 23.1 13.5 12.7 7.6 26.5m× 
4.6

28.0 27.0 19.2 22.4 13.5 12.3 29.0m× 
9.1 7.2 4.4 27.0 19.4 22.6 13.5 12.4 7.3 4.5

30.0 25.9 18.6 22.0 13.5 12.0 9.0 7.0 4.3 25.7 18.8 22.1 13.5 12.1 9.0 7.1 4.3
32.0 23.5 18.0 21.5 13.4 11.7 8.8 6.8 33.0m× 

4.8 4.1 23.3 18.3 21.7 13.5 11.8 8.9 6.9 33.5m× 
4.8 4.1

34.0 21.4 17.5 20.5 13.0 11.4 8.7 6.6 4.7 3.9 21.2 17.7 21.0 13.2 11.5 8.7 6.7 4.8 4.0
36.0 19.6 17.0 19.5 12.6 11.1 8.5 6.4 4.6 3.8 37.0m× 

2.5 19.3 17.3 20.0 12.8 11.3 8.5 6.5 4.7 3.8 37.5m× 
2.5

38.0 18.0 16.5 18.6 12.3 10.9 8.4 6.2 4.5 3.6 2.4 17.7 16.8 18.4 12.4 11.0 8.4 6.3 4.6 3.7 2.4
40.0 16.6 16.1 17.2 11.9 10.6 8.2 6.0 4.4 3.5 2.3 16.3 16.4 16.9 12.1 10.7 8.3 6.1 4.5 3.5 2.4
42.0 15.3 15.7 15.9 11.6 10.4 8.1 5.8 4.3 3.4 2.3 15.0 15.6 15.6 11.8 10.5 8.2 5.9 4.4 3.4 2.3
44.0 14.1 14.6 14.7 11.3 10.2 8.0 5.7 4.2 3.2 2.2 13.8 14.4 14.4 11.5 10.3 8.0 5.8 4.3 3.3 2.2
46.0 13.0 13.5 13.6 11.1 10.0 7.9 5.5 4.2 3.1 2.1 12.8 13.3 13.4 11.2 10.1 7.9 5.6 4.2 3.2 2.2
48.0 12.1 12.5 12.6 10.8 9.8 7.8 5.4 4.1 3.0 2.1 11.8 12.3 12.4 11.0 9.9 7.8 5.5 4.1 3.1 2.1
50.0 11.2 11.6 11.7 10.6 9.6 7.7 5.3 4.0 2.9 2.0 10.9 11.4 11.5 10.7 9.7 7.7 5.3 4.0 3.0 2.0
52.0 10.4 10.8 10.9 10.4 9.4 7.6 5.1 3.9 2.8 2.0 10.0 10.5 10.7 10.5 9.5 7.6 5.2 4.0 2.9 2.0
54.0 9.6 10.0 10.2 10.2 9.2 7.5 5.0 3.9 2.7 1.9 9.2 9.7 9.9 10.3 9.4 7.5 5.1 3.9 2.8 1.9
56.0 8.8 9.2 9.4 9.9 9.1 7.4 4.9 3.8 2.6 1.9 8.5 8.9 9.1 9.7 9.2 7.5 5.0 3.8 2.7 1.9
58.0 8.1 8.5 8.7 9.2 8.9 7.4 4.8 3.7 2.5 1.8 7.8 8.2 8.4 9.0 8.9 7.4 4.9 3.8 2.6 1.8
60.0 7.5 7.8 8.1 8.5 8.5 7.3 4.7 3.7 2.5 1.8 7.2 7.5 7.7 8.3 8.2 7.3 4.7 3.7 2.5 1.8
62.0 6.9 7.2 7.5 7.9 7.9 7.2 4.6 3.6 2.4 1.7 6.6 6.9 7.1 7.6 7.6 7.3 4.6 3.7 2.4 1.7
64.0 6.3 6.6 6.9 7.3 7.3 7.2 4.5 3.6 2.3 1.7 6.0 6.3 6.6 7.0 7.0 7.2 4.5 3.6 2.3 1.7
66.0 5.8 6.0 6.4 6.7 6.8 7.0 4.4 3.5 2.2 1.6 5.4 5.7 6.0 6.4 6.5 7.0 4.5 3.6 2.3 1.7
68.0 5.3 5.5 5.9 6.1 6.3 6.8 4.3 3.5 2.2 1.6 4.9 5.1 5.5 5.9 6.0 6.5 4.4 3.5 2.2 1.6
70.0 68.5m× 

5.2
69.5m× 

5.1 5.4 5.6 5.8 6.2 4.2 3.5 2.1 1.6 4.4 4.6 5.0 5.4 5.5 6.0 4.3 3.5 2.2 1.6
72.0 4.9 5.1 5.4 5.7 4.1 3.4 2.1 1.6 4.1 4.5 4.8 5.0 5.5 4.2 3.5 2.1 1.6
74.0 4.4 4.6 4.9 5.3 4.1 3.4 2.0 1.5 4.1 4.3 4.6 5.0 4.1 3.4 2.0 1.5
76.0 75.5m× 

4.3 4.5 4.8 4.0 3.4 1.9 1.5 3.6 3.8 4.1 4.5 4.1 3.4 2.0 1.5
78.0 4.1 4.4 3.9 3.4 1.9 1.5 77.5m× 

3.3 3.4 3.7 4.1 4.0 3.4 1.9 1.5
80.0 3.7 3.9 3.9 3.4 1.8 1.5 3.3 3.6 3.7 3.4 1.9 1.5
82.0 81.5m× 

3.6 3.7 3.4 1.8 1.5 2.9 3.2 3.4 3.4 1.8 1.5
84.0 3.3 3.4 1.8 1.4 83.0m× 

2.8 2.8 3.0 3.4 1.8 1.4
86.0 3.0 3.2 1.7 1.4 2.6 3.0 1.8 1.4
88.0 87.5m× 

3.0 1.7 1.4 2.3 2.6 1.7 1.4
90.0 1.6 1.4 89.0m× 

2.2 2.2 1.6 1.4
No. of Part line 2 2 2 1 1 1 1 1 1 1 2 2 2 1 1 1 1 1 1 1

 Crane Jib Rated Lifting Loads
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Boom length (m) 69.0 72.0
Jib length (m) 13.0 19.0 25.0 31.0 37.0 13.0 19.0 25.0 31.0 37.0

Jib offset angle
Working radius (m) 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30° 10° 30°

18.0 18.5m× 
27.0

19.0m× 
27.0

20.0 27.0 21.0m× 
24.6 27.0 21.5m× 

24.6

22.0 27.0 22.5m× 
21.6 24.4 23.0m× 

13.4 27.0 23.0m× 
21.6 24.5 23.5m× 

13.5

24.0 27.0 21.0 23.8 13.2 25.0m× 
7.7 27.0 21.2 23.9 13.3 25.5m× 

7.7

26.0 27.0 20.3 23.3 26.5m× 
13.5 12.8 7.6 27.0m× 

4.6 27.0 20.6 23.4 27.0m× 
13.5 12.9 7.7 27.5m× 

4.6

28.0 27.0 19.7 22.8 13.5 12.5 7.4 4.5 27.0 19.9 22.9 13.5 12.6 7.4 4.6
30.0 25.5 19.1 22.3 13.5 12.2 30.5m× 

9.0 7.1 4.3 25.2 19.3 22.5 13.5 12.3 31.0m× 
9.0 7.2 4.4

32.0 23.1 18.5 21.9 13.5 11.9 8.9 6.9 4.2 22.8 18.8 22.0 13.5 12.0 8.9 7.0 4.2
34.0 21.0 18.0 21.5 13.3 11.6 8.7 6.7 4.8 4.0 20.7 18.2 21.5 13.5 11.7 8.8 6.8 34.5m× 

4.8 4.1
36.0 19.1 17.5 19.8 13.0 11.4 8.6 6.5 4.7 3.9 18.9 17.7 19.6 13.1 11.5 8.6 6.6 4.7 3.9
38.0 17.5 17.1 18.2 12.6 11.1 8.4 6.3 4.6 3.7 2.4 17.3 17.3 18.0 12.8 11.2 8.5 6.4 4.6 3.8 38.5m× 

2.4

40.0 16.1 16.6 16.7 12.3 10.9 8.3 6.2 4.5 3.6 2.4 15.8 16.6 16.5 12.4 11.0 8.4 6.2 4.5 3.6 2.4
42.0 14.8 15.4 15.4 12.0 10.6 8.2 6.0 4.4 3.5 2.3 14.5 15.2 15.2 12.1 10.8 8.2 6.1 4.4 3.5 2.3
44.0 13.6 14.2 14.2 11.7 10.4 8.1 5.8 4.3 3.3 2.2 13.4 14.0 14.0 11.8 10.5 8.1 5.9 4.3 3.4 2.2
46.0 12.5 13.1 13.1 11.4 10.2 8.0 5.7 4.2 3.2 2.2 12.3 12.9 12.9 11.6 10.3 8.0 5.8 4.2 3.3 2.2
48.0 11.6 12.1 12.2 11.1 10.0 7.9 5.5 4.1 3.1 2.1 11.3 11.9 11.9 11.3 10.1 7.9 5.6 4.2 3.2 2.1
50.0 10.6 11.2 11.3 10.9 9.8 7.8 5.4 4.1 3.0 2.1 10.4 11.0 11.0 11.1 9.9 7.8 5.5 4.1 3.1 2.1
52.0 9.8 10.3 10.4 10.7 9.6 7.7 5.3 4.0 2.9 2.0 9.5 10.0 10.1 10.8 9.8 7.7 5.3 4.0 3.0 2.0
54.0 9.0 9.4 9.6 10.3 9.5 7.6 5.2 3.9 2.8 1.9 8.7 9.2 9.3 10.1 9.6 7.6 5.2 4.0 2.9 2.0
56.0 8.2 8.7 8.8 9.5 9.3 7.5 5.0 3.9 2.7 1.9 7.9 8.4 8.6 9.2 9.1 7.6 5.1 3.9 2.8 1.9
58.0 7.5 7.9 8.1 8.7 8.6 7.4 4.9 3.8 2.6 1.8 7.2 7.7 7.9 8.5 8.4 7.5 5.0 3.8 2.7 1.9
60.0 6.9 7.3 7.5 8.0 8.0 7.4 4.8 3.7 2.6 1.8 6.6 7.0 7.2 7.8 7.7 7.4 4.9 3.8 2.6 1.8
62.0 6.3 6.6 6.9 7.4 7.3 7.3 4.7 3.7 2.5 1.8 6.0 6.4 6.6 7.1 7.1 7.3 4.8 3.7 2.5 1.8
64.0 5.7 6.0 6.3 6.8 6.8 7.3 4.6 3.6 2.4 1.7 5.4 5.8 6.0 6.5 6.5 7.2 4.7 3.7 2.4 1.7
66.0 5.1 5.4 5.8 6.2 6.2 6.8 4.5 3.6 2.3 1.7 4.8 5.2 5.5 5.9 6.0 6.6 4.6 3.6 2.4 1.7
68.0 4.6 4.9 5.2 5.6 5.7 6.3 4.4 3.6 2.3 1.6 4.3 4.6 4.9 5.4 5.4 6.0 4.5 3.6 2.3 1.7
70.0 4.1 4.3 4.7 5.1 5.2 5.8 4.4 3.5 2.2 1.6 3.8 4.0 4.4 4.8 4.9 5.5 4.4 3.5 2.2 1.7
72.0 3.6 3.8 4.2 4.6 4.7 5.3 4.3 3.5 2.1 1.6 3.3 3.5 3.9 4.3 4.4 5.0 4.3 3.5 2.2 1.7
74.0 3.2 3.3 3.8 4.1 4.3 4.8 4.2 3.5 2.1 1.5 2.8 3.0 3.5 3.8 4.0 4.5 4.3 3.5 2.1 1.7
76.0 75.0m× 

3.1 3.3 3.6 3.8 4.3 4.1 3.4 2.0 1.5 2.4 2.6 3.0 3.3 3.5 4.0 3.9 3.4 2.1 1.5
78.0 2.9 3.1 3.4 3.8 3.8 3.4 2.0 1.5 77.0m× 

2.2
77.0m× 

2.3 2.6 2.9 3.1 3.6 3.5 3.4 2.1 1.5
80.0 2.5 2.7 3.0 3.4 3.4 3.4 1.9 1.5 2.2 2.4 2.7 3.1 3.1 3.4 1.8 1.5
82.0 81.0m× 

2.5 2.6 2.9 3.1 3.4 1.9 1.5 1.8 2.0 2.3 2.7 2.7 3.3 1.8 1.5
84.0 2.3 2.5 2.7 3.1 1.8 1.5 83.0m× 

1.8 2.0 2.3 2.4 2.9 1.7 1.5
86.0 85.0m× 

2.1 2.1 2.4 2.7 1.8 1.4 1.6 1.9 2.0 2.5 1.7 1.4
88.0 2.0 2.4 1.8 1.4 1.7 2.1 1.7 1.4
90.0 1.7 2.0 1.6 1.4 1.7 1.6 1.4

No. of Part line 2 2 2 1 1 1 1 1 1 1 2 2 2 1 1 1 1 1 1 1

 1. All rated loads are based on the machine being operated on the firm, level,uniformly supporting surface ground,at any point of 360°around the machine within 
75% of tipping load and applied load 1.25P+0.1F.

 2. The working radius refers to the horizontal distance from the center of swinging to the hook axis.
 3. The actual lifting load is obtained by subtracting the mass of all lifting equipment such as the main hook,aux. hook,etc. from the values given in this table.
   250t Hook…3.5t 135t Hook…2.9t 90t Hook…1.6t 35t Hook…1.1t
   200t Hook…3.0t 125t Hook…2.4t 60t Hook…1.4t 13.5t Hook…0.6t

      Crane Jib Rated Lifting Loads
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■LUFFING TOWER CRANE

      Tower Boom and Jib combination

30.0 33.0 36.0 39.0 42.0 45.0 48.0 51.027.0

Rope Length (m)
410
290

200
370

-

-
-Jib boom suspension

Jib strut suspension

      Attachment Arrangement
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30.0 33.0 36.0 39.0 42.0 45.0 48.0 51.027.0

Rope Length (m)
410
290

200
370

-

-
-Jib boom suspension

Jib strut suspension

 Attachment Arrangement
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        Transport Dimensions and Weights
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             Transport Dimensions and Weights
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3.5
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2.9
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1.6

1.4
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        Transport Dimensions and Weights
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1.1

0.6

0.213.5ton Swivel Hook

L

H W

d
L

L
d

             Transport Dimensions and Weights

             Lubricating Oil List
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■Standard Equipment ■Optional Specifications

swivel hook block




