






It prevents dust by enhancing the 
airtightness.

Operation switches are arranged 
on the bottom and top of the lever 
knob. The lever knob is easy to 
control.

Cab pressurization 
●Air volume is increased by 26%
●Paper type filter

Air conditioner

New operation lever

●Seat suspension with 
large size shock 
absorber

● Luggage space
●Helmet hook
●AM/FM radio with 2 speakers
●USB port (option)
● 12V electric port (option)
●Ash tray (option)
●Sun visor (option) 
●Rain visor (option) 
● Transparent roof hatch (option)

Other cab features

Luggage space

USB port (option)

Rear stowage space
It is capable of storing objects 
such as 2L size drink bottle.

It is capable of storing 6 drink 
bottles (500mL).

Heat&cold insulation box

The foot rest has been relocated to 
optimum position. Replacement 
of the floor mat has now become 
easier.

New foot rest 
arrangement

Soft material is used for the drink 
holder. Various arrangements are 
available.

Drink holder

Polycarbonate prevents the cracking that 
arise from scattering stones. Hard coating 
secures high resistance to yellowing or 
scratching of the surface.

Polycarbonate door window

Other safe features

Handrail and step
To prevent falling accident, the handrail 
has been provided to the upper structure. 
The large size anti-slip step enables oper-
ator to access the upper structure safer.

The new electronic control lock mechanism 
enhances safety and prevents misoperation. 
It locks the hydraulic circuit in case the 
console is jumped up. The engine start oper-
ation is active only when the lever is applied 
to lock position.

Safety lock lever

● Rear view camera
● Side view camera (option)
● Emergency engine stop switch
● Emergency escape hammer
● Seat belt

● Fire wall
● Fan guard
● Retractable side mirror
● LED working light (option)
● Fire extinguisher (option)

Switch



Visibility

The display is 7 inch in size and the IPS liquid crystal display 
provides high quality image. 

Large and high resolution display

It indicates rear 
and side view at 
the same time.

New APC

New APC for Smart Operation

Maintenance

High Performance and 
Superior Maintenance

It is possible to replace 
the filter for the air con-
ditioner and replenish 
the washer fluid from the 
cab maintenance space, 
located outside of the 
cab.

Cab maintenance 
space

The integrated water sep-
arator is mounted towards 
the rear right of the body, 
providing easier to access. 

Fuel pre-filter

Facilitates for easier clean-
ing with the new parallel 
arrangement of the radiator, 
oil-cooler and intercooler.  

Cooling system

It is capable to shut down 
the battery completely 
into a non-operation 
state. The maintenance 
for electronic devices 
becomes safer.

Battery 
disconnect switch

Safety

Operator is able to confirm rear and side view through dual 
view display (side view camera is an option). 

Rear view camera for standard feature

Operability Touch screen control is available for all operations.

Mode selection
Pull-down menu enables operator to confirm all 
modes on the display at once.

Alarm message
The display indicates various alarms. It also 
indicates the DEF aqueous fluid replenishing timing.

Air conditioner
The air conditioner operation is available on the 
display.

Various information
Operator is able to set up display various informa-
tion such as maintenance information. 

The engine durability is 
improved by capturing 
particles like dust in the 
air intake. In addition, the 
element replacement inter-
vals are extended.

Air cleaner 
equipped with a 
double element 
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Durability enhancement 
as a result of mounting a 
better swing motor, con-
sisting of a reinforced shaft. 
Improved maintainability 
with the newly adopted 
elongated hydraulic pipe 
supply port and remote 
type discharge port.

Reinforced swing 
motor type and 
reduction gear 
lubrication pipe 

The LED lights have been 
provided to the cab, right-
front and the boom. 

LED light (option)
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Improvement in engine air 
bleeding and cooling perfor-
mance. The expansion tank 
is located on top of the radi-
ator.

Expansion tank 
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Expansio

In addition to storage of 
tools and the grease pump, 
the large capacity tool 
box is also capable of stow-
ing a 20L polyethylene 
tank, a grease cartridge 
(that can hold 20 grease 
containers), all together 
at once. 

Large capacity 
tool box
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Laborsaving during main-
tenance as it is equipped 
with automatic dust clean-
ing mechanism. 

New pre-cleaner 
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